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SIGNAL AND SPECTRUM ANALYZERS

Performance

Frequency models

Analysis bandwidth

Phase noise

DANL, at 1 GHz, preamplifier OFF

DANL, at 1 GHz. preamplifier ON

TOl

Highlights

Dimensions

R&S®FPL1000

General purpose spectrum analyzer

5 kHz 10 3/7.5 GHz

40 MHz

< —105 dBc {1 Hz)
{f =1 GHz, 10 kHz offset)

< —143 dBm

< -163 dBm

> 17 dBm

hattery, tracking generator;

signal analysis applications: noise,
analog dernod, vector signal
analyzer, NB-loT (with R&S*VSE),
EMI

408 mm x 186 mm x 235 mm
{16.06 in x 7.32 in x 9.25 in)

R&S®FSL18

General purpose spectrum analyzer
with optional tracking generator
up to 18 GHz

9 kHz 10 18 GHz

28 MHz

< =103 dBc (1 Hz)
{f = 500 MHz, 10 kHz offset)

< =140 dBm

—161 dBm

= 10dBm

battery, tracking generator;
signal analysis applications: noise,
analog demod

408.8 mm x 158.1 mm x 465.3 mm
{16.09 in x 6.22 in x 18.32 in}

R&S®FSH

Handheld combination analyzer

with spectrum analyzer up to 20 GHz
and two-port vector network analyzer
up to 8 GHz

9 kHz 10 20 GHz
(3.6/8/13.6/20 GHz models available)

—105 dBe (1 Hz)
If = 500 MHz, 30 kHz offset)

—146 dBm

—165 dBm

+15 dBm

handheld combination analyzer:
spectrum, full two-port vector
network analyzer, power meter,
cellular demodulation, interference
hunting, EMI receiver mode,

EMF rmeasurement, vector voltmeter,
pulse measurement

194 mm x 300 mm x 144 mm
[7.6inx 11.81in x 5.7 in}

R&S°FPH

Handheld spectrum analyzer
up to 31 GHz

5 kHz to 31 GHz
(2/3/4/6/8/13.6/20/26.5/31 GHz
models available)

-95 dBe (1 Hz)
(f = 500 MHz, 30 kHz offset)

—146 dBm

-163 dBm

+10 dBm

handheld spectrum analyzer:
spectrum, power meter, interference
hunting, EMI receiver mode, pulse
measurernent, field strength meter,
modulation analyzer (AM/FM/ASKS
FSK), up to 9 hours operating time

202 mm x 294 mm % 768 mm
{8.010nx 11.6in x 3in)

R&S*ZVH

Handheld cable and antenna
analyzer up to 8 GHz with optional
vector network analyzer and

spectrum analyzer

100 kHz 10 8 GHz
(3.6/8 GHz models available)

—105 dBe (1 Hz)
(f =500 MHz, 30 kHz offset)

—146 dBm

-165dBm

+10dBm

handheld combination analyzer:
spectrum, cable and antenna,

full two-port vector network analyzer,
povwer meter, vector voltmeter

194 mm = 300 mm x 144 mm
(7.6inx11.81In x5.7in)

R&S®ZPH

Handheld cable and antenna
analyzer up to 4 GHz with
optional spectrum analyzer

5 kHz 10 4 GHz
(3/4 GHz models available)

—95 dBe (1 Hz)
(f =500 MHz, 30 kHz offset)

—146 dBm

-163 dBm

+10 dBm

handheld combination analyzer:
spectrurm, cable and antenna,
power meter, interference hunting,
pulse analyzer, signal generator,
modulation analyzer (AM/FMIASKS
FSK), built-in bias tee, extremely fast
boot and measurement time

202 mm x 294 mm x 768 mm
(8.0inx 11.61n x 3in)

Allice Messtechnik GmbH

R&S®FPC

Bench spectrum analyzer with
vector network analyzer and
signal generator up to 3 GHz

5 kHz 10 3 GH:z
{1/2/3 GHz models available)

—92 dBe (1 Hz)
If = 500 MHz, 30 kHz offset)

—150dBm

-165dBm

+10dBm

economy spectrum analyzer with
value of three: spectrum analyzer,
vector network analyzer, signal
generator, EMI receiver mode,
madulation analyzer (AM/FMIASKS
FSK)

396 mm x 178 mm x 147 mm
{15.6 In x 7.0 in x 5.8 in}

R&S®FSC

Compact and cost-effective
spectrum analyzer

9 kHz 10 6 GHz
(3/6 GHz models available)

—95 dBe (1 Hz)
If =500 MHz, 30 kHz offser)

—146 dBm

—165 dBm

+15dBm

compact spectrum analyzer with
great RF performance, small form
factor

233 mm x 158.1 mm x 350 mm
19.21in x 6.2 in x 13.8 in}





