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Versatile, functional, up to 40 GHz

R&S®SMB100B  
MICROWAVE SIGNAL GENERATOR
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	▶ Wide frequency range from 8 kHz to 40 GHz

	▶ Excellent signal characteristics with  
low SSB phase noise of –112 dBc (meas.) 
(at 10 GHz, 20 kHz offset)

	▶ High output power of up to +25 dBm at 
20 GHz (meas.) and +19 dBm at 40 GHz (meas.)

	▶ All important analog modulations with  
AM, FM/φM and pulse modulation options

	▶ Compact size at just two height units

KEY FACTSAT A GLANCE BENEFITS
The versatile R&S®SMB100B microwave signal generator with a frequency range up to 40 GHz provides 
outstanding spectral purity and high output power in addition to easy operation and comprehensive 
functionality.

Four frequency options, up to 12.75 GHz, 20 GHz, 
31.8 GHz or 40 GHz, are available for the microwave 
range. These options are suitable for tests on radar 
systems and antennas in the X and K bands.

In addition to pure CW signals, the R&S®SMB100B also 
provides the most common analog AM and FM/φM 
modes. Moreover, the R&S®SMB100B can be equipped 
with an excellent pulse generator and pulse modulator 
which makes it possible to generate user-programmable 
pulse scenarios, or “pulse trains”.

The R&S®SMB100B provides microwave characteristics 
that are exceptional in its class, making it an excellent 
general-purpose instrument that is ideal for a wide range 
of applications. The R&S®SMB100B is optimally suited for 
use in development, production and service, or wherever 
an analog microwave signal is required.

Its wide frequency range covers a large number of chal-
lenging applications. The R&S®SMB100B is the perfect 
choice for measuring the blocking characteristic up to a 
CW frequency of 12.75 GHz, as specified in various tele-
communications standards. For frequently changing level 
settings a wear-and-tear-free electronic step attenuator is 
used up to 20 GHz. 

All-purpose signal source 
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Best signal quality in the mid-range 
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High output power and wide level range 
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Ideal for production 
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Ready for aerospace and defense applications 
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User-defined correction of external frequency 
responses 
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Closed loop power control 
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Flexible service concept 
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MODEL OVERVIEW

Hardware and software option concept for the R&S®SMB100B analog microwave signal generator

●	 Standard.
–	 Not available.
1)	 Only one of the following options can be installed: R&S®SMB-B1 (OCXO reference oscillator) or R&S®SMB-B1H (OCXO reference oscillator, high performance).

Rear view of the R&S®SMB100B

2) 	 Requires the R&S®SMBB-K23 option.

Frequency range 8 kHz to 12.75 GHz 8 kHz to 20 GHz 8 kHz to 31.8 GHz 8 kHz to 40 GHz
Frequency option R&S®SMBB-B112 R&S®SMBB-B120 R&S®SMBB-B131 R&S®SMBB-B140(N)
With electronic step attenuator (entire frequency range) ● –

With electronic step attenuator up to 20 GHz or with 
mechanical step attenuator (entire frequency range)

– ●

High power R&S®SMBB-K33 R&S®SMBB-K35

Low harmonic filter (for f > 2 GHz) ●

OCXO reference oscillator 1) R&S®SMBB-B1

OCXO reference oscillator, high performance 1) R&S®SMBB-B1H

100 MHz, 1 GHz ultra-low-noise reference  
input and output

R&S®SMBB-B3

Flexible reference input, from 1 MHz to 100 MHz R&S®SMBB-K704

Frequency range 8 kHz to 12.75 GHz 8 kHz to 20 GHz 8 kHz to 31.8 GHz 8 kHz to 40 GHz
Frequency option R&S®SMBB-B112 R&S®SMBB-B120 R&S®SMBB-B131 R&S®SMBB-B140(N)
AM/FM/φM R&S®SMBB-K720

Pulse modulator R&S®SMBB-K22

Pulse generator R&S®SMBB-K23

Multifunction generator R&S®SMBB-K24

Pulse train (pulse modulator is a prerequisite) 2) R&S®SMBB-K27

Health and utilization monitoring service (HUMS) R&S®SMBB-K980

Remote control interface (GPIB and USB) R&S®SMBB-K986

Removable SD card R&S®SMBB-B85

Spare SD card R&S®SMBB-Z10
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ALL-PURPOSE SIGNAL SOURCE

Wide frequency range from 100 kHz to 40 GHz
The signal generator’s wide frequency range, high output 
power and a wide variety of modulations make it a flexible 
signal source for a broad scope of applications. Its fre-
quency option up to 12.75 GHz covers ISM bands as well 
as all important mobile radio bands. In addition, the fre-
quency options up to 20 GHz and 40 GHz cover numerous 
microwave applications that require high spectral purity 
and high output power.

All important analog modulations with AM, FM/φM  
and pulse modulation supported
The R&S®SMB100B handles the important AM and  
FM/φM analog modes and pulse modulation with excel-
lent characteristics. In AM and FM/φM, the RF carrier is 
modulated with the internal LF generator or external sig-
nals. The two different sources of modulation can be inter-
nally added to generate two-tone-modulated signals. Due 
to its digital modulation processing, the R&S®SMB100B 
implements the modulation modes with high accuracy and 
minimal distortion.

Support for R&S®NRP power sensors
The R&S®SMB100B supports a wide variety of R&S®NRP 
USB power sensors. The R&S®NRP40T(N) is a power 
sensor that ideally complements the frequency and level 
range of the generator up to 40 GHz. Equipped with such 
a power sensor, the R&S®SMB100B performs fully auto-
mated external level correction or precisely measures the 
power in the test setup. 

Intuitive user interface
Intuitive operation via the graphical user interface and 
the integrated help system facilitate optimal use of the 
R&S®SMB100B for the application at hand. For graphical 
operation, a mouse can be connected via USB.

Remote control via LAN, USB and GPIB including 
emulation modes
The R&S®SMB100B is also ideally equipped with regard to 
the remote control interface. In addition to LAN as stan-
dard, it also supports optional GPIB and USB. Signal gen-
erators are often used in automated test environments. 
Replacing them – e.g. due to malfunction or a stan-
dard replacement procedure – requires special care. The 
replacement part and the replaced part must be compat-
ible at least in terms of electrical and remote control fea-
tures. Legacy instruments often use a proprietary remote 
control language. Direct replacement therefore requires 
language emulation capability in the software of the 
replacement part. 

To meet these requirements, the R&S®SMB100B signal 
generator comes with a language emulation feature. By 
selecting the desired language emulation, the signal gen-
erator acts like the instrument it replaced. The language 
list already includes a large number of emulated instru-
ments and is updated on a regular basis.

Details of the measurement with the  

R&S®R&S®NRP40TN thermal power sensor

Output power measured with the  

R&S®NRP40TN thermal power sensor

The emulation mode can be set in the remote setup menu of the R&S®SMB100B.
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BEST SIGNAL QUALITY IN THE 
MID-RANGE

demonstrates much better phase noise performance at 
low frequencies. The R&S®SMB100B is therefore the ideal 
replacement in test circuits for fixed-frequency high-end 
crystal oscillators, often used as a reference signal. 

SSB phase noise
Measured SSB phase noise with the R&S®SMBB-B1H OCXO option

Phase noise, harmonics, nonharmonic spurious and 
wideband noise are key parameters when it comes to 
characterizing the spectral performance of analog signal 
generators. Many measurements focus on more than one 
aspect simultaneously. For example, in blocking measure-
ments, a combination of nonharmonics and phase noise is 
essential when generating the usually unwanted radio fre-
quency interference (RFI) power in the adjacent channel.

Very low SSB phase noise
When it comes to SSB phase noise performance, the 
R&S®SMB100B consistently achieves excellent values 
over the entire frequency range from 8 kHz to 40 GHz. 
This is due to its remarkable concept. Below 3 GHz, the 
R&S®SMB100B works down to 80 MHz with frequency 
dividers. Below this value, the integrated DDS synthesizer 
generates the output signal directly. In contrast to con-
ventional designs that use a mixer range below approxi-
mately 250 MHz, the innovative Rohde & Schwarz solution 

The R&S®SMB100B combines equal or even improved 
signal performance with adjustable frequency and level, 
which is highly beneficial because it can be ideally adapted 
to the DUT. Moreover, the R&S®SMB100B makes it pos-
sible to define the DUT tolerance range relative to the 
reference by varying these parameters. To further improve 
close-in phase noise and frequency stability, two different 
OCXO reference oscillators are available as options. The 
R&S®SMB-B1H in particular offers excellent performance 
unprecedented in its class.

Standard internal low harmonic filter to lower the harmonics 
to less than –55 dBc for f > 2 GHz
The harmonics of the R&S®SMB100B microwave signal 
generator are significantly reduced with its standard low 
harmonic filter. The low harmonic filter generally improves 
measurement accuracy in the entire setup for frequencies 
higher than 2 GHz. 

SSB phase noise 
Measured SSB phase noise at 1 GHz with standard reference, the R&S®SMBB-B1 OCXO option and the R&S®SMBB-B1H high performance 

OCXO option

Wideband noise 
Measured wideband noise with the R&S®SMBB-B140(N) frequency option

Some devices such as wideband receivers are affected 
by bad harmonics. During blocking tests, the harmonics 
of the signal generator can fall into the desired band and 
interfere the measurement result. 

Measuring the total harmonic distortion (THD) of a power 
amplifier is another critical application for signal genera-
tors. The setup comprises a signal generator, which pro-
duces the input signal, the DUT and a spectrum analyzer 
for measuring amplifier performance. The harmonics must 
be low enough to ensure that the harmonic distortion of 
the device under test is measured and not the harmonics 
of the signal source. Finally, for scalar network analysis, 
good dynamic range of the overall setup is essential. Bad 
harmonics from the signal source will limit dynamic range, 
since the harmonics are unintentionally measured as well.
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High power over a wide frequency range
The R&S®SMB100B combines excellent signal quality 
with a standard output power of > +20 dBm (meas.) 
up to 12.75 GHz and +18 dBm (meas.) up to 20 GHz. 
The optional maximum available output power is at least 
+24 dBm (meas.) in the same frequency range, offering 
sufficient power reserve to easily compensate for level loss 
in a test setup.

When the R&S®SMBB-B131 or R&S®SMBB-B140 fre-
quency option is installed, the standard output power is 
+16 dBm (meas.) up to 18 GHz and +15 dBm (meas.) up 
to 40 GHz. With the high output power option, standard 
output power is at least +22 dBm (meas.) up to 20 GHz 
and at least +19 dBm (meas.) up to 40 GHz. This usually 
eliminates the need for an additional external amplifier, 
which saves space and also drastically reduces the cost 
of the test system. 

In applications, users additionally benefit from the high 
level accuracy that the R&S®SMB100B provides, a level 
accuracy that is not necessarily provided if an external 
amplifier is used.

HIGH OUTPUT POWER AND WIDE 
LEVEL RANGE

Output power 
Measured output power for the base unit with the R&S®SMBB-B120/-B140(N) frequency options and  

with the R&S®SMBB-K33/-K35 high-output power options

Low level range with no compromise in quality
Even in the lower level range, the R&S®SMB100B does not 
compromise on quality. Its specified RF level is –127 dBm 
for frequencies of > 200 kHz with its standard step attenu-
ator. This makes the generator ideal for sensitivity mea-
surements on receivers.

High harmonics suppression even at high output power
A unique feature of the R&S®SMB100B is that even at 
high output power, harmonics are still suppressed with 
< –55 dBc and f > 2 GHz, ideal for amplifier design appli-
cations up to 40 GHz. Nonharmonics are even suppressed 
by as much as < –82 dBc at 1 GHz (spec.), for instance, or 
–64 dBc at 10 GHz (spec.).

Harmonics
Measured harmonics, second and third order, with R&S®SMBB-B112/-B120/-B131/-B140(N), CW, level = +10 dBm



T1 T2 T3 Tn

Time

t 1 t 2 t n-1

RF
 s

ig
na

l

1

0.8

0.6

0.4

0.2

0

–0.2

–0.4

–0.6

–0.8

–1

Le
ve

l e
rr

or
 in

 d
B

–140 –100 –80 –60 –40 –20 0 20 40

Level in dBm

0.1 GHz
1 GHz
12 GHz
20 GHz
40 GHz

–120

	 Rohde & Schwarz R&S®SMB100B Microwave Signal Generator ﻿  1312

IDEAL FOR PRODUCTION

Level linearity
Measured level linearity, ALC ON, with the R&S®SMBB-B140 frequency option and with the R&S®SMBB-K35 high output power option

Wear-free electronic attenuator
The R&S®SMB100B wear-free electronic attenuator – in the 
frequency range up to 20 GHz – functions reliably, even 
when level values frequently change. The result is high 
availability in the test system and long service intervals, 
even in the case of heavy use in production. Devices with 
the 31.8 GHz or 40 GHz frequency option are equipped 
with a mechanical attenuator over the entire frequency 
range and up to 20 GHz with an electronic attenuator. So, 
for frequencies up to 20 GHz, the user can choose either 
the electronic or the mechanical attenuator.

High level accuracy and repeatability for high production yield
The R&S®SMB100B offers high level accuracy and repeat-
ability, as well as a very high level sweep range over the 
entire range. Measurements within narrow limits can be 
performed with high reproducibility, boosting production 
yield.

Closed loop power control
Highly accurate and stable power for testing DUTs is a 
very important performance requirement in many appli-
cations. The real power directly applied to the DUT is 
affected by cables, modules and components between 
the signal generator and the DUT. By measuring the 

incident power to the DUT with an R&S®NRP power 
sensor and feeding the measurement result back to the 
R&S®SMB100B signal generator, the R&S®SMB100B can 
compensate for losses or drifts in the entire setup.

Short frequency and level settling times
Another criterion in production is short settling time of the 
test instrument in order to achieve high throughput. The 
R&S®SMB100B meets this requirement by achieving short 
frequency (< 2.5 ms) and level (< 2.3 ms) settling times up 
to 40 GHz. 

Low power consumption
The R&S®SMB100B combines very low power consump-
tion and effective heat dissipation. Its power consump-
tion of only 140 W (40 GHz model) reduces expenditures 
for cooling in a production line rack. The efficient design 
of the R&S®SMB100B also has a positive impact on the 
MTBF.

READY FOR AEROSPACE AND 
DEFENSE APPLICATIONS

Pulse train
Combination of pulses with different pulse widths and pulse pauses

Editing pulse train data Diagram of the pulse train

Optional high-performance pulse modulator and 
pulse generator
Pulsed signals are frequently required in aerospace and 
defense applications to test radar systems. To meet this 
need, the R&S®SMB100B can be equipped with an inte-
grated pulse modulator (R&S®SMBB-K22) and a pulse gen-
erator (R&S®SMBB-K23) with superb characteristics such 
as a minimum pulse width of 20 ns for radar system test-
ing. The pulse modulator, for example, makes it possible 
to perform radar tests with a high on/off ratio of > 80 dB 
and very short rise/fall times of < 5 ns (meas.). The pulse 
modulator is either controlled by an external pulse signal 
or is supplied with single or double pulses or pulse trains 
as modulation signals by the internal pulse generator.

Versatile pulse trains
An optional feature of the built-in pulse generator is an 
option to generate pulse trains (R&S®SMBB-K27 option), 
which are commonly used for radar applications. An 
example of a pulse train is shown in the figure below. In 
contrast to a single or double pulse, a pulse train is a com-
bination of different pulses, which can be a periodic or 

non-periodic set of pulses. Pulse width and pulse pause 
can be set individually and separately for each pulse. This 
makes it possible to generate staggered pulses or apply 
jitter to pulse width and pulse pause. Up to 2047 different 
pulses with a repetition of 1 to 32 768 are possible. This 
yields very long pulse train sequences for testing.

Wide temperature range and high permissible operating 
altitude
The R&S®SMB100B functions reliably under extreme con-
ditions, owing to its wide temperature range of 0 °C to 
+55 °C and a maximum permissible operating altitude of 
4600 m above sea level.

Sanitizing of user data for secured areas
To meet requirements for secured areas, an erase and 
sanitize procedure has been developed that reliably erases 
user data from the instrument. This ensures that no sensi-
tive data leaves the secured area. Moreover, LAN and USB 
ports can be disabled with a security password and the 
display can be disabled as well.

High-quality shielding
Sensitivity measurements on low-noise satellite receivers 
can only be made with RF-leakage-proof signal sources. 
The comprehensive shielding of the R&S®SMB100B based 
on sophisticated technologies ensures low RF leakage 
exactly for this purpose.
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Closed-loop power control 
Closed-loop power control ensures highly accurate and stable input power to the DUT irrespective of unwanted power drifts or changes in the setup.

USER-DEFINED CORRECTION OF 
EXTERNAL FREQUENCY RESPONSES

The screenshots show the frequency response correc-
tion for an RF cable up to 10 GHz. Without frequency 
response correction, the level error (measured with the 
R&S®NRP18P) amounts to approximately 1.5 dB at 10 GHz 
due to cable loss. Once the correction values in the range 
from 8 GHz to 10 GHz have been automatically measured 
and stored with the R&S®NRP18P, the level error is auto-
matically compensated for when the user correction func-
tion is activated.

The measured level correction values are stored in a table with the  

user-selected frequencies.

Without frequency response correction of the RF cable, the level error  

(measured with the R&S®NRP18P power sensor) is approximately 1.5 dB  

at 10 GHz (nominal value: 5 dBm).

The R&S®NRP18P power sensor automatically measures and stores the frequency 

response of the RF cable.

After the user correction table has been activated, the R&S®SMB100B adapts its 

output power to compensate for the frequency response of the RF cable.

Test setups including cables, power amplifiers and 
filters always have frequency responses. The signal 
generator can compensate for the frequency response. 
The R&S®SMB100B features the user correction func-
tion for precisely this purpose. For a known frequency 
response that needs to be corrected, the user can enter 
the level correction values as a function of the frequency. 
Automatic interpolation of the correction values is per-
formed between these frequency points. To simplify this, 
the R&S®SMB100B can also automatically include the 
level correction values at the press of a button by using a 
directly connected R&S®NRP18P power sensor.

CLOSED LOOP POWER CONTROL

For measuring DUT input power, a directional coupler 
plus the R&S®NRP power sensor connected to a direc-
tional coupler can be used. An attractive alternative to 
the directional coupler plus the R&S®NRP power sensor 
is the R&S®NRP-Z28 level control sensor. The measure
ment result from the R&S®NRP power sensor or the 
R&S®NRP-Z28 is fed back to the R&S®SMB100B, which 
immediately adjusts its output power to compensate for 
the discrepancy between desired and measured level.

The 1GP141 application note describes in great detail the 
closed loop power control function, signals that can be 
used, suitable signal generators and R&S®NRPxx power 
sensors and what must be taken into account. The note 
is available for download from the Rohde & Schwarz web 
page: rohde-schwarz.com/appnote/1GP141

One important performance requirement in many applica-
tions is generating highly accurate and stable power for 
testing DUTs (e.g. power amplifiers). This is not a trivial 
task since the real power directly applied to the DUT is 
affected by the level accuracy of the signal generator, 
losses due to cables, losses due to modules or compo-
nents and, last but not least, by mismatching. In addition, 
the frequency response of an amplifier in the setup might 
show an unwanted temperature dependency. 

The best solution to this problem is closed loop power 
control – a standard feature of the R&S®SMB100B. In the 
setup below, it ensures highly accurate and very stable 
input power to the DUT, irrespective of unwanted power 
drifts or changes in the setup.
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FLEXIBLE 
SERVICE 
CONCEPT

Servicing on-site or at a Rohde & Schwarz service center
The R&S®SMB100B is designed for maximum reliability 
and easy servicing to maximize uptime in all application 
fields and significantly reduce cost of ownership. 
Customers can choose between calling on a certified 
Rohde & Schwarz service center as usual or servicing 
the instrument themselves.

Built-in self-test of modules to support troubleshooting
A built-in self-test carries out an operational check 
of the instrument and serves as a troubleshooting 
aid during servicing. The simple and straightforward 
architecture with very few modules cuts the time 
required for troubleshooting and repair to a minimum. 
A simple function check is usually sufficient to ensure 
the outstanding specifications of the R&S®SMB100B. 
Do-it‑yourself servicing can be completed in just 
45 minutes on average.

Complete calibration only every three years
A complete calibration is recommended for the 
R&S®SMB100B only every three years and can, of 
course, also be performed on-site.

SPECIFICATIONS IN BRIEF
Specifications in brief
Frequency
Frequency range R&S®SMBB-B112 8 kHz to 12.75 GHz

R&S®SMBB-B120 8 kHz to 20 GHz

R&S®SMBB-B131 8 kHz to 31.8 GHz

R&S®SMBB-B140/-B140N 8 kHz to 40 GHz

Settling time R&S®SMBB-B112/-B120 < 2.2 ms

R&S®SMBB-B131/-B140/-B140N < 2.5 ms

Level
Maximum specified output power (PEP) R&S®SMBB-B112/-B120

80 MHz < f ≤ 6 GHz +21 dBm

6 GHz < f ≤ 20 GHz +20 dBm

R&S®SMBB-B131/-B140/-B140N

80 MHz < f ≤ 3 GHz +19 dBm

3 GHz < f ≤ 18 GHz +17 dBm

18 GHz < f ≤ 36 GHz +16 dBm

36 GHz < f ≤ 40 GHz +14 dBm

Minimum specified output power
R&S®SMBB-B112/-B120/-B131/-B140/-B140N;  
f > 200 kHz

–127 dBm

Settling time  
(without switching of the mechanical attenuator)

R&S®SMBB-B112/-B120 < 2.0 ms

R&S®SMBB-B131/-B140/-B140N < 2.3 ms

Spectral purity

SSB phase noise
f = 1 GHz, carrier offset = 20 kHz,  
1 Hz measurement bandwidth

< –126 dBc, typ. –132 dBc

f = 10 GHz, carrier offset = 20 kHz,  
1 Hz measurement bandwidth

< –106 dBc, –112 dBc (meas.)

Harmonics R&S®SMBB-B112/-B120/-B131/-B140/-B140N

200 kHz < f ≤ 2 GHz, level ≤ 10 dBm < –30 dBc

2 GHz < f ≤ 40 GHz, level = 10 dBm < –55 dBc

Supported modulation modes
AM R&S®SMBB-K720

AM depth 0 % to 100 %

FM/φM R&S®SMBB-K720

Maximum FM deviation f = 10 GHz 80 MHz

Maximum φM deviation f = 10 GHz 320 rad

Pulse R&S®SMBB-K22/-K23 pulse modulator/generator

Rise/fall time < 15 ns, < 5 ns (meas.)

On/off ratio > 80 dB, > 92 dB (typ.)

Minimum pulse width of pulse generator 
output

20 ns

Connectivity
Remote control standard Ethernet/LAN, 10/100/1000BASE-T

R&S®SMBB-K986
IEC 60625 (GPIB IEEE 488.2),
USB 2.0 (according to VISA USB-TMC)
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Designation Type Order No.
Microwave signal generator 1), 
including power cable and quick start guide

R&S®SMB100B 1422.1000.02

Options
Frequency options

8 kHz to 12.75 GHz R&S®SMBB-B112 1422.9030.02

8 kHz to 20 GHz R&S®SMBB-B120 1422.9100.02

8 kHz to 31.8 GHz R&S®SMBB-B131 1422.9175.02

8 kHz to 40 GHz R&S®SMBB-B140 1422.9246.02

8 kHz to 40 GHz R&S®SMBB-B140N 1422.9300.02

Reference oscillator options

OCXO reference oscillator 2) R&S®SMBB-B1 1422.5305.02

OCXO reference oscillator, high performance 2) R&S®SMBB-B1H 1422.5405.02

100 MHz, 1 GHz ultra-low-noise reference input and output R&S®SMBB-B3 1422.5505.02

Flexible reference input, from 1 MHz to 100 MHz R&S®SMBB-K704 1422.6301.02

Output power options

High output power, 12.75 GHz/20 GHz R&S®SMBB-K33 1422.9946.02

High output power, 31.8 GHz/40 GHz R&S®SMBB-K35 1422.9952.02

Analog modulation options

High-performance pulse modulator R&S®SMBB-K22 1422.5905.02

Pulse generator R&S®SMBB-K23 1422.6001.02

Multifunction generator R&S®SMBB-K24 1422.6053.02

Pulse train 3) R&S®SMBB-K27 1422.6101.02

AM/FM/φM R&S®SMBB-K720 1422.6201.02

Other options

Health and utilization monitoring service (HUMS) R&S®SMBB-K980 1422.6347.02

Remote control interface (GPIB and USB),  
for R&S®SMBB-B112/-B120/-B131/-B140/-B140N

R&S®SMBB-K986 1422.9969.02

Removable SD card,
for R&S®SMBB-B112/-B120/-B131/-B140/-B140N

R&S®SMBB-B85 1422.5770.02

Spare SD card,
for R&S®SMBB-B112/-B120/-B131/-B140/-B140N

R&S®SMBB-Z10 1422.5840.02

Recommended extras
19" rack adapter,
for R&S®SMBB-B112/-B120/-B131/-B140/-B140N

R&S®ZZA-KNP21 1177.8803.00

Power sensor, 10 MHz to 18 GHz, for levels up to 15 W R&S®NRP18S-20 1424.6738.02

USB interface cable, for R&S®NRPS18-20 R&S®NRP-ZKU 1419.0658.02

USB serial adapter, for RS-232 remote control R&S®TS-USB1 6124.2531.00

Documentation
Documentation of calibration values R&S®DCV-2 0240.2193.18

R&S®SMB100B accredited calibration, 12.75 GHz to 20 GHz R&S®ACASMB100B 3599.7429.03

R&S®SMB100B accredited calibration, 31.8 GHz to 40 GHz R&S®ACASMB100B 3599.7435.03

1)	 The base unit must be ordered together with an R&S®SMBB-B112, R&S®SMBB-B120, R&S®SMBB-B131, R&S®SMBB-B140 or R&S®SMBB-B140N frequency option.
2)	 Only one of the R&S®SMBB-B1 or R&S®SMBB-B1H options can be installed.
3)	 Requires the R&S®SMBB-K23 option.

ORDERING INFORMATION

Your local Rohde & Schwarz expert will help find the best solution for you.
Contact your local Rohde & Schwarz sales office for more information, www.sales.rohde-schwarz.com

On-site services available on request.

Instrument management made easy
The R&S®InstrumentManager makes it easy to register and 
manage your instruments. It lets you schedule 
calibration dates and book services.

Service at Rohde & Schwarz

YOU’RE IN GREAT HANDS

Calibration Up to five years 1) Pay per calibration 

SERVICE PLANS ON DEMAND

Warranty and repair Up to five years 1) Standard price repair
1)  For extended periods, contact your Rohde & Schwarz sales office.

Find out more 
about our service 
portfolio under:

http://www.rohde-schwarz.com/service-support/service/overview/service-overview_229461.html


Service at Rohde & Schwarz
You’re in great hands
► Worldwide
► Local and personalized
► Customized and flexible
► Uncompromising quality
► Long-term dependability

R&S® is a registered trademark of Rohde & Schwarz  
Trade names are trademarks of the owners 
PD 3685.0463.12 | Version 03.00 | August 2024 (ch) 
R&S®SMB100B Microwave Signal Generator 
Data without tolerance limits is not binding | Subject to change
©  2024 Rohde & Schwarz | 81671 Munich, Germany

Sustainable product design
	▶ Environmental compatibility and eco-footprint
	▶ Energy efficiency and low emissions
	▶ Longevity and optimized total cost of ownership

Certified Quality Management

ISO 9001

Rohde & Schwarz
The Rohde & Schwarz technology group is among the trail-
blazers when it comes to paving the way for a safer and 
connected world with its leading solutions in test & measure-
ment, technology systems and networks & cybersecurity. 
Founded 90 years ago, the group is a reliable partner for 
industry and government customers around the globe. 
The independent company is headquartered in Munich, 
Germany and has an extensive sales and service network 
with locations in more than 70 countries.
 
www.rohde-schwarz.com

Certified Environmental Management

ISO 14001

Rohde & Schwarz customer support
www.rohde-schwarz.com/support 

Rohde & Schwarz training
www.training.rohde-schwarz.com

http://www.rohde-schwarz.com
https://www.rohde-schwarz.com/support
https://www.rohde-schwarz.com/support
http://www.training.rohde-schwarz.com
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Frequency modulation (R&S®SMBB-K720 option) 

Specifications apply for f > 200 kHz. 

Modulation source  internal, external, internal and external 

External coupling  AC, DC 

FM modes  low noise, high bandwidth 

Maximum deviation FM mode: high bandwidth N × 10 MHz 

FM mode: low noise N × 1 MHz 

Resolution of setting  < 0.02 % of set deviation or N × 0.1 Hz, 

whichever is higher, min. 0.01 Hz 

FM deviation error fmod = 2 kHz, deviation ≤ N × 1 MHz 

internal < (2 % of setting + 20 Hz) 

external < (3 % of setting + 20 Hz) 

FM distortion fmod = 2 kHz, deviation = N × 1 MHz < 0.2 % 

Modulation frequency response FM mode: high bandwidth, coupling: DC/AC, input impedance: 50 Ω 

DC coupling: 0 Hz to 7 MHz, 

AC coupling: 10 Hz to 7 MHz 

< 3 dB 

FM mode: low noise, coupling: DC/AC, input impedance: 50 Ω 

DC coupling: 0 Hz to 100 kHz, 

AC coupling: 10 Hz to 100 kHz 

< 3 dB 

Synchronous AM with FM 40 kHz deviation, fmod = 1 kHz, f > 10 MHz < 0.2 % 

Carrier frequency offset with FM DC after FM offset adjustment < 0.2 % of set deviation  

 

 

 

Maximum deviation (frequency modulation) 
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Phase modulation (R&S®SMBB-K720 option) 

Specifications apply for f > 200 kHz. 

Modulation source  internal, external, internal and external 

External coupling  AC, DC 

φM modes  high deviation, high bandwidth,  

low noise 

Maximum deviation φM mode: high bandwidth N × 1 rad 

φM mode: high deviation N × 40 rad 

φM mode: low noise N × 10 rad 

Resolution of setting φM modes: high deviation, low noise < 0.02 % of set deviation or N × 20 µrad, 

whichever is higher, min. 1 µrad 

φM mode: high bandwidth < 0.1 % of set deviation, min. N × 20 µrad 

φM deviation error fmod = 1 kHz, deviation ≤ half of max. deviation 

internal < (2 % of setting + 0.003 rad) 

external < (3 % of setting + 0.003 rad) 

φM distortion fmod = 10 kHz, half of max. deviation < 0.2 % 

Modulation frequency response φM mode: high bandwidth, coupling: DC/AC, input impedance: 50 Ω 

DC coupling: 0 Hz to 7 MHz, 

AC coupling: 10 Hz to 7 MHz 

< 3 dB 

φM mode: high deviation, coupling: DC/AC, input impedance: 50 Ω 

DC coupling: 0 Hz to 250 kHz, 

AC coupling: 10 Hz to 250 kHz 

< 1 dB 

φM mode: low noise, coupling: DC/AC, input impedance: 50 Ω 

DC coupling: 0 Hz to 100 kHz, 

AC coupling: 10 Hz to 100 kHz 

< 3 dB 

 

 

 

Maximum deviation (phase modulation) 
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Pulse modulation (R&S®SMBB-K22 option) 

Modulation source standard external 

with R&S®SMBB-K23 option external, internal 

On/off ratio  > 80 dB, > 92 dB (typ.) 

Rise/fall time 10 % to 90 % of RF amplitude, f > 80 MHz 

transition type: fast < 15 ns, < 5 ns (meas.) 

transition type: smoothed, f ≤ 6 GHz < 200 ns 

Minimum pulse width 50 %/50 % of RF amplitude, transition type: fast 

with R&S®SMBB-B112/-B120/-B131/ 

-B140 

< 20 ns 

with R&S®SMBB-B140N 30 ns 

Pulse repetition frequency  0 Hz to 25 MHz 

Video feedthrough  with R&S®SMBB-B101/-B103/-B106 

8 kHz < f ≤ 6 GHz, 

level < 10 dBm 

< 10 % of RF, 

< 200 mV (peak-to-peak value) 

with R&S®SMBB-B112/-B120/-B131/-B140(N) 

8 kHz < f ≤ 6 GHz < 20 % of RF, 

< 400 mV (peak-to-peak value) 

6 GHz < f ≤ 40 GHz < 2 mV (peak-to-peak value) 

Pulse overshoot  < 10 % 

Pulse delay pulse external trigger to RF, 

transition type: fast 

90 ns (nom.) 

Input for external modulation signals 

Modulation input EXT for AM/FM/φM 

Connector type MOD EXT on rear panel BNC female 

Input impedance selectable >100 kΩ, 600 Ω or 50 Ω (nom.) 

Input sensitivity peak value for set modulation factor or 

deviation 

1 V (nom.) 

Input damage voltage  ±7 V 

Modulation input PULSE EXT 

Connector type PULSE EXT on rear panel BNC female 

Input impedance selectable 10 kΩ or 50 Ω (nom.) 

Input voltage TTL, CMOS compatible, threshold low 0.8 V (nom.) 

TTL, CMOS compatible, threshold high 1.3 V (nom.) 

Input damage voltage  ± 6 V 

Input polarity selectable normal, inverse 

Modulation sources 

Internal modulation generator 

Signal types  sine 

Frequency setting range  0.1 Hz to 1 MHz 

Frequency setting resolution  0.01 Hz 

Frequency error  < (0.001 Hz + relative deviation of 

reference frequency × modulation 

frequency) 

Multifunction generator (R&S®SMBB-K24 option)  

Signal types LF generator 1 sine, pulse, triangle, trapezoid 

LF generator 2 sine, pulse, triangle, trapezoid 

noise generator 

(noise amplitude distribution) 

Gaussian, equal 

Frequency setting range sine 0.1 Hz to 10 MHz 

pulse, triangle, trapezoid 0.1 Hz to 1 MHz (displayed value) 

noise bandwidth 100 kHz to 10 MHz 

Resolution of setting sine 0.1 Hz 

pulse, triangle, trapezoid 10 ns 

noise bandwidth 100 kHz 

Frequency error  < (0.001 Hz + relative deviation of 

reference frequency × modulation 

frequency) 
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LF frequency sweep 

Operating mode  digital sweep in discrete steps  

Trigger mode execute sweep continuously with internal 

trigger source 

auto 

execute one full sweep single 

execute one step step 

sweep start and stop controlled by 

external trigger signal 

start/stop 

Trigger source  external trigger signal (INST TRIG at 

rear), rotary knob, touch panel, remote 

control 

Sweep range  full frequency range 

Sweep shape  triangle, sawtooth 

Step size linear full frequency range 

logarithmic 0.01 % to 100 % per step 

Dwell time setting range  5 ms to 100 s 

Dwell time setting resolution  0.1 ms 

LF output 

Monitoring of resulting modulation  

signal for 

 AM, FM, φM 

Source  LF generator 1, LF generator 2,  

noise generator, external 

Output voltage Vp at LF connector, open circuit voltage EMF 

Setting range  0 mV to 4 V 

Setting resolution  1 mV 

Setting error at 1 kHz < (1 % of reading + 1 mV) 

Output impedance  50 Ω or 600 Ω (nom.) 

DC offset  –4.0 V to +4.0 V 

Damage voltage externally applied ±7 V 

Frequency response up to 1 MHz, RO = 50 Ω < 0.5 dB 

up to 10 MHz, RO = 50 Ω < 1.5 dB 

Distortion f < 100 kHz,  

at RL > 50 Ω, level (VEMF) < 1 V 

< 0.1 % 

Pulse generator (R&S®SMBB-K23 option) 

Pulse modes  single pulse, double pulse 

Trigger modes free run, internally triggered auto 

 external trigger 

 external gate 

Pulse period 

Setting range  40 ns to 100 s 

Setting resolution  10 ns 

Pulse width pulse widths of double pulses can be set independently  

Setting range  10 ns to 1 s 

Setting resolution  10 ns 

Pulse delay 

Setting range  0 ns to 100 s 

Setting resolution  10 ns 

Double-pulse delay 

Setting range  20 ns to 1 s 

Setting resolution  10 ns 

External trigger 

Delay trigger to video output 70 ns (meas.) 

Jitter  < 10 ns (nom.) 

PULSE VIDEO output output of pulse generator signal 

Connector type PULSE VIDEO output on rear panel BNC female 

Output level without load digital signal 0 V/3.3 V (nom.) 
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Pulse train (R&S®SMBB-K27 option) 

The R&S®SMBB-K27 option extends the functionality of the pulse generator (R&S®SMBB-K23 option). With this option, pulses and 

sequences of pulse can be user-defined in order to generate jittered or staggered pulse scenarios widely used in radar applications. 

Prerequisite: R&S®SMBB-K23 option must be installed. 

Pulse modes setting of pulse width, pulse spacing and 

pulse sequences 

train 

Trigger modes free run, internally triggered auto 

 external trigger 

Number of bursts  1 to 2047 

Number of identical pulses per burst  1 to 65535 

Pulse on time setting range  0 ns to 5 ms 

Pulse off time setting range  5 ns to 5 ms 

Pulse on and off time setting resolution  5 ns 

Stereo/RDS coder (R&S®SMBB-B5 option) 

The specifications apply to RF frequencies in the range from 66 MHz to 110 MHz. 

Stereo modes internal with modulation generator L, R, R = L, R = –L 

external analog (via L and R inputs) or 

external digital (via S/P DIF input) 

L, R, R = L, R = –L, R ≠ L 

MPX frequency deviation range  0 Hz to 80 kHz 

MPX frequency deviation setting 

resolution 

 10 Hz 

AF frequency range L, R signal 20 Hz to 15 kHz 

AF frequency response L, R signal (referenced to 500 Hz) 

AF = 20 Hz to 40 Hz < 0.3 dB 

AF = 40 Hz to 15 kHz < 0.2 dB 

Stereo crosstalk attenuation AF = 1 kHz > 50 dB 

Distortion 67.5 kHz MPX frequency deviation, 

AF = 1 kHz 

< 0.1 % 

S/N ratio stereo/RDS signal generator without preemphasis, receiver with deemphasis 

ITU-R weighted (quasi-peak) > 60 dB 

ITU-R unweighted (RMS) > 70 dB 

A-weighted (RMS) > 70 dB 

Preemphasis selectable off, 50 μs, 75 μs 

Pilot tone 19 kHz 

Frequency error   < 2 Hz 

Deviation range  0 Hz to 10 kHz 

Deviation setting resolution  10 Hz 

Phase setting range  –5° to +5° 

Phase setting resolution  0.1° 

ARI/RDS subcarrier 57 kHz 

Frequency error  < 6 Hz 

Deviation range  0 Hz to 10 kHz 

Deviation setting resolution  10 Hz 

ARI 

Identification modes traffic announcement identification (DK),  

area identification (BK) 

off, DK, BK, DK + BK 

BK area identification  A to F 

RDS 

Traffic program  off/on 

Traffic announcement  off/on 

Data set  user-selectable  1 to 5 

Maximum data length  64 kbyte 

Analog modulation inputs L, R 

Connector type L and R on rear panel BNC female 

Input impedance selectable 600 Ω or 100 kΩ (nom.) 

Input sensitivity peak value for set deviation 1 V (nom.) 

Digital modulation input S/P DIF 

Connector type S/P DIF on rear panel BNC female 

Input impedance  75 Ω (nom.) 

Input voltage range peak-to-peak voltage 400 mV to 5 V 
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Health and utilization monitoring service (HUMS) 
(R&S®SMBB-K980 option) 

Interfaces protocols and interfaces supported for 

data readout and display 

• SNMP (v1, v2c, v3) 

• REST (JSON) 

• SCPI 

• device web 

Services information provided • device information (model, serial 

number, BIOS, date, time, system, 

HUMS and software information) 

• user-defined information tags 

(e.g. for asset management) 

• equipment information 

(hardware, options, software, licenses) 

• system operating status 

• instrument security information 

• service related information 

(due dates etc.) 

• mass storage related information 

• instrument utilization data 

• device history (event log) 
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Remote control 
Interfaces/systems standard Ethernet/LAN 10/100/1000BASE-T 

with R&S®SMBB-B86 or  

R&S®SMBB-K986, depending on 

frequency option 

IEC 60625 (GPIB IEEE-488.2) 

USB 2.0 (according to VISA USB-TMC) 

serial (RS-232) 10 

Command set  SCPI 1999.5 or compatible command sets 

Compatible command sets These command sets can be selected in 

order to emulate another instrument.  

A subset of common commands is 

supported. 

For each emulated instrument, the *IDN? 

and *OPT? strings can be configured to 

meet the specific requirements. This is 

particularly useful for the 

Aeroflex/IFR/Marconi instruments since 

the manufacturer ID changed over time 

and for the Hewlett-Packard/Agilent/ 

Keysight instruments to adapt to a specific 

suffix and configuration. 

Hewlett Packard 

• HP 8340, HP 8341 

• HP 8360 

• HP 83620, HP 83622, HP 83623, 

HP 83624 

• HP 83630, HP 83640, HP 83650 

• HP 8373 

• HP 83711, HP 83712 

• HP 83731, HP 83732 

• HP 8642, HP 8643, HP 8644, HP 8645 

• HP 8647, HP 8648 

• HP 8656, HP 8657 

• HP 8662, HP 8664, HP 8665 

• HP 8673 

Agilent/Keysight Technologies 

• E4421, E4422, E4428 

• E8257, E8663 

• N5161, N5181, N5183A 

Aeroflex (IFR/Marconi) 

• 2023, 2024 

• 2030, 2031, 2032  

• 2040, 2041, 2042  

Anritsu 

• 68017, 68037 

Panasonic 

• VP-8303A 

Racal Dana 

• 3102, 9087 

Rohde & Schwarz 

• R&S®SMB100A 

• R&S®SME02/03/06 

• R&S®SMF100A 

• R&S®SMG/SMH 

• R&S®SMGU/SMHU 

• R&S®SML01/02/03 

• R&S®SMP02/03/04 

• R&S®SMR20/27/30/40 

• R&S®SMT02/03/06 

• R&S®SMY01/02 

IEC/IEEE bus address  0 to 30 

Ethernet/LAN protocols and services  • VISA VXI-11 (remote control) 

• Telnet/RawEthernet (remote control) 

• VNC (remote operation with web 

browser) 

• FTP (file transfer protocol) 

• SMB (mapping parts of the instrument 

to a host file system) 

Ethernet/LAN addressing  DHCP, static; 

support of ZeroConf and M-DNS to 

facilitate direct connection to a system 

controller 

 

  

 

10  Requires recommended extra R&S®TS-USB1. 
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Connectors 

Front panel connectors 
RF 50 Ω RF output 

R&S®SMBB-B101/-B103/-B106  N female 

R&S®SMBB-B112/-B120/-B131/ 

-B140(N) 

test port adapter, PC 2.92 mm female 

(interchangeable port connector system) 

USB USB 2.0 (high speed) connector for 

external USB devices: 

• Mouse and keyboard for enhanced 

operation 

• R&S®NRP-Zxx power sensors (with 

R&S®NRP-Z4 adapter cable), for 

external power measurements and 

level adjustment of instrument 

• Memory stick, for software update and 

data exchange 

• USB serial adapter, for RS-232 remote 

control 

USB type A 

Rear panel connectors 
 

 

Rear panel of the R&S®SMB100B RF signal generator 

 

 

Rear panel of the R&S®SMB100B microwave signal generator 

 
 

REF 1 GHz IN 1 GHz reference frequency input, only 

available with R&S®SMBB-B3 option 

SMA female 

REF 1 GHz OUT 1 GHz reference frequency output, only 

available with R&S®SMBB-B3 option 

SMA female 

REF IN (variable) reference frequency input BNC female 

REF OUT reference frequency output BNC female 

LF modulation generator output BNC female 

MOD EXT input for external analog modulation BNC female 

PULSE EXT input for external pulse modulation BNC female 

PULSE VIDEO pulse generator output BNC female 

INST TRIG trigger input, TTL 5 V compatible BNC female 

SIGNAL VALID output for triggering external devices:  

high state indicates that the instrument 

has settled to its final value 

BNC female 
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L stereo signal input for L signal,  

only available with R&S®SMBB-B5 option 

BNC female 

R stereo signal input for R signal,  

only available with R&S®SMBB-B5 option 

BNC female 

S/P DIF stereo signal input for digital stereo signal, 

only available with R&S®SMBB-B5 option 

BNC female 

USB IN USB 2.0 (high speed), 

remote control of instrument (USB-TMC), 

only available with R&S®SMBB-B86 

option 

USB type B 

USB USB 3.0 (SuperSpeed) connector for 

external USB devices: 

• Mouse and keyboard, for enhanced 

operation 

• R&S®NRP-Zxx power sensors  

(with R&S®NRP-Z4 adapter cable),  

for external power measurements and 

level adjustment of instrument 

• Memory stick, for software update and 

data exchange 

• USB serial adapter, for RS-232 remote 

control 

USB type A 

LAN provides remote control functionality and 

remote operation via VNC and file transfer 

via FTP 

RJ-45 

IEEE 488 remote control of instrument via GPIB, 

only available with R&S®SMBB-B86 

option 

24-pin Amphenol series 57 female 
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General data 
Environmental conditions 

Temperature operating temperature range 0 °C to +55 °C 

storage temperature range –40 °C to +71 °C 

Damp heat  +40 °C, 90 % rel. humidity steady state,  

in line with EN 60068-2-78 

Altitude operating, linear derating of max. ambient 

temperature to +45 °C,  

starting at altitude = 3000 m 

up to 4600 m (15000 ft) 

storage up to 4600 m (15000 ft) 

Mechanical resistance  

Vibration sinusoidal 5 Hz to 55 Hz, 0.15 mm amplitude const., 

55 Hz to 150 Hz, 0.5 g const., 

in line with EN 60068-2-6 

random 10 Hz to 300 Hz, acceleration 1.2 g RMS, 

in line with EN 60068-2-64 

Shock  40 g shock spectrum, in line with 

MIL-STD-810E, method 516.4,  

procedure I 

Power rating 

Rated voltage  100 V to 240 V (± 10 %) 

Rated frequency  50 Hz to 60 Hz (± 5 %), 

400 Hz (± 5 %) 

Rated current with R&S®SMBB-B101/-B103/-B106 

options 

max. 2.1 A, 

(1.2 A at 100 V to 0.6 A at 240 V (meas.)) 

with R&S®SMBB-B112/-B120/-B131/-B140(N) options 

50 to 60 Hz max. 3.5 to 1.6 A 

400 Hz max. 3.5 to 2.9 A 

Rated power with R&S®SMBB-B101/-B103/-B106 

options, when fully equipped 

110 W (meas.) 

with R&S®SMBB-B112/-B120/-B131/ 

-B140(N) options, when fully equipped 

140 W (meas.) 

Power factor correction  in line with EN 61000-3-2 

Product conformity 

Electromagnetic compatibility EU: in line with EMC Directive 

2014/30/EU 

applied harmonized standards: 

EN 61326-1 (industrial environment),  

EN 61326-2-1,  

EN 55011 (class A),  

EN 61000-3-2,  

EN 61000-3-3 

Electrical safety EU: in line with Low Voltage Directive 

2014/35/EU 

applied harmonized standard: 

EN 61010-1 

USA UL 61010-1 

Canada CAN/CSA-C22.2 No. 61010-1 

International safety approvals VDE – Association for Electrical, 

Electronic and Information Technologies 

VDE mark 40046635 

CSA – Canadian Standards Association CCSAUL mark 70133349 

Acoustic noise emission sound power level, ambient temperature,  

equipped with R&S®SMBB-B32 

44 dB(A) (meas.), 

DIN EN 3744:2011-02 

Dimensions and weight 

Dimensions (W × H × D) with R&S®SMBB-B101/-B103/-B106 

options 

344 mm × 108 mm × 372 mm 

(13.6 in × 4.3 in × 14.7 in) 

with R&S®SMBB-B112/-B120/-B131/ 

-B140(N) options 

460 mm × 107 mm × 503 mm 

(18.1 in × 4.21 in × 19.8 in) 

without front handles and feet 445 mm × 89 mm × 485 mm 

(17.5 in × 3.5 in × 19.1 in) 

Weight with R&S®SMBB-B101/-B103/-B106 

options 

6.8 kg (15.0 lb) 

with R&S®SMBB-B112/-B120/-B131/ 

-B140(N) options 

10.7 kg (23.6 lb) 

Display  5" color display, with capacitive touch 

functionality 

Calibration interval 

Recommended calibration interval when operated 40 h/week in the full range 

of the specified environmental conditions 

2 years 
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Ordering information 
Designation Type Order No. 

Signal generator 11 

including power cable and quick start guide 

R&S®SMB100B 1422.1000.02 

Options 

Frequency options 

8 kHz to 1 GHz R&S®SMBB-B101 1422.5005.02 

8 kHz to 3 GHz R&S®SMBB-B103 1422.5105.02 

8 kHz to 6 GHz R&S®SMBB-B106 1422.5205.02 

8 kHz to 12.75 GHz R&S®SMBB-B112 1422.9030.02 

8 kHz to 20 GHz R&S®SMBB-B120 1422.9100.02 

8 kHz to 31.8 GHz R&S®SMBB-B131 1422.9175.02 

8 kHz to 40 GHz R&S®SMBB-B140 1422.9246.02 

8 kHz to 40 GHz R&S®SMBB-B140N 1422.9300.02 

Reference oscillator options 

OCXO reference oscillator 12 R&S®SMBB-B1 1422.5305.02 

OCXO reference oscillator, high performance 12 R&S®SMBB-B1H 1422.5405.02 

100 MHz, 1 GHz ultra low noise reference input and output  R&S®SMBB-B3 1422.5505.02 

Flexible reference input, from 1 MHz to 100 MHz R&S®SMBB-K704 1422.6301.02 

Output power options 

High output power, 1/3/6 GHz R&S®SMBB-K31 1422.5705.02 

Ultra high output power, 1/3/6 GHz 13 R&S®SMBB-B32 1422.5740.02 

High output power, 12.75/20 GHz R&S®SMBB-K33 1422.9946.02 

High output power, 31.8/40 GHz R&S®SMBB-K35 1422.9952.02 

Analog modulation options 

High performance pulse modulator R&S®SMBB-K22 1422.5905.02 

Pulse generator R&S®SMBB-K23 1422.6001.02 

Multifunction generator R&S®SMBB-K24 1422.6053.02 

Pulse train 14 R&S®SMBB-K27 1422.6101.02 

AM/FM/M R&S®SMBB-K720 1422.6201.02 

Stereo/RDS coder 15 R&S®SMBB-B5 1422.5605.02 

Other options 

Health and utilization monitoring service (HUMS) R&S®SMBB-K980 1422.6347.02 

Remote control interface (GPIB and USB),  

for R&S®SMBB-B101, -B103, -B106 

R&S®SMBB-B86 1422.5805.02 

Remote control interface (GPIB and USB),  

for R&S®SMBB-B112, -B120, -B131, -B140(N) 

R&S®SMBB-K986 1422.9969.02 

Removable SD card, 

for R&S®SMBB-B112, -B120, -B131, -B140(N) 

R&S®SMBB-B85 1422.5770.02 

Spare SD card, 

for R&S®SMBB-B112, -B120, -B131, -B140(N) 

R&S®SMBB-Z10 1422.5840.02 

Recommended extras 

19" rack adapter,  

for R&S®SMBB-B101, -B103, -B106 

R&S®ZZA-KNA23 1177.8084.00 

19" rack adapter,  

for R&S®SMBB-B112, -B120, -B131, -B140(N) 

R&S®ZZA-KNP21 1177.8803.00 

Power sensor, 10 MHz to 18 GHz, for levels up to 15 W R&S®NRP18S-20 1424.6738.02 

USB interface cable, for R&S®NRP18S-20 R&S®NRP-ZKU 1419.0658.02 

USB serial adapter, for RS-232 remote control R&S®TS-USB1 6124.2531.00 

Documentation 

Documentation of calibration values R&S®DCV-2 0240.2193.18 

R&S®SMB100B accredited calibration, up to 6 GHz R&S®ACASMB100B 3598.1185.03 

R&S®SMB100B accredited calibration, 12.75 GHz to 20 GHz R&S®ACASMB100B 3599.7429.03 

R&S®SMB100B accredited calibration, 31.8 GHz to 40 GHz R&S®ACASMB100B 3599.7435.03 

 

 

11  The base unit must be ordered together with an R&S®SMBB-B101, R&S®SMBB-B103, R&S®SMBB-B106, R&S®SMBB-B112, R&S®SMBB-B120, 

R&S®SMBB-B131, R&S®SMBB-B140 or R&S®SMBB-B140N frequency option.. 
12  Only one of the R&S®SMBB-B1 or R&S®SMBB-B1H options can be installed. 
13  Requires the R&S®SMBB-K31 option. 
14  Requires the R&S®SMBB-K23 option. 
15  Requires the R&S®SMBB-K720 option. 
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Warranty and service 
Warranty 

Base unit 1 year 

All other items  1 year 

Service options 

 Service plans On demand 

Calibration up to five years 16 pay per calibration 

Warranty and repair up to five years 16 standard price repair 

Contact your Rohde & Schwarz sales office for further details. 

 

 

 

 

  

 

16  For extended periods contact your Rohde & Schwarz sales office. 
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Service at Rohde & Schwarz
You’re in great hands
► Worldwide
► Local and personalized
► Customized and flexible
► Uncompromising quality
► Long-term dependability

Sustainable product design
	▶ Environmental compatibility and eco-footprint
	▶ Energy efficiency and low emissions
	▶ Longevity and optimized total cost of ownership

Certified Quality Management

ISO 9001

Rohde & Schwarz
The Rohde & Schwarz technology group is among the trail-
blazers when it comes to paving the way for a safer and 
connected world with its leading solutions in test & measure-
ment, technology systems and networks & cybersecurity. 
Founded 90 years ago, the group is a reliable partner for 
industry and government customers around the globe. 
The independent company is headquartered in Munich, 
Germany and has an extensive sales and service network 
with locations in more than 70 countries.
 
www.rohde-schwarz.com

Certified Environmental Management

ISO 14001

Rohde & Schwarz customer support
www.rohde-schwarz.com/support 

Rohde & Schwarz training
www.training.rohde-schwarz.com
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